
Архангельск   (8182)63--9     0-72
Астана   (7172)727-132 
Астрахань   (8512)99-46-04   
Барнаул   (3852)73-04-60 
Белгород   (4722)40-23-64    
Брянск   (4832)59-03-52 
Владивосток (423)249-28-31 
Волгоград   (844)278-03-48 
Вологда   (8172)26-41-59   
Воронеж   (473)204-51-73   
Екатеринбург   (343)384-55-89

Иваново   (4932)77-34-06   
Ижевск   (3412)26-03-58 
Иркутск (395)279-98-46   
Казань   (843)206-01-48   
Калининград   (4012)72-03-81
Калуга   (4842)92-23-67    
Кемерово   (3842)65-04-62    
Киров   (8332)68-02-04    
Краснодар   (861)203-40-90   
Красноярск   (391)204-63-61 
 Курск   (4712)77-13-04    

Липецк   (4742)52-20-81 
Магнитогорск   (3519)55-03-13   
Москва   (495)268-04-70    
Мурманск   (8152)59-64-93       

 Набережные Челны  (8552)20-53-41 
Нижний Новгород  (831)429-08-12  
Новокузнецк  (3843)20-46-81   
Новосибирск   (383)227-86-73    
Омск   (3812)21-46-40    
Орел   (4862)44-53-42    
Оренбург   (3532)37-68-04    

Пенза   (8412)22-31-16 
Пермь   (342)205-81-47   
Ростов-на-Дону   (863)308-18-15   
Рязань   (4912)46-61-64   
Самара  (846)206-03-16    
Санкт-Петербург   (812)309-46-40
Саратов   (845)249-38-78    
Севастополь   (8692)22-31-93   
Симферополь   (3652)67-13-56   
Смоленск   (4812)29-41-54    
Сочи   (862)225-72-31   

Ставрополь   (8652)20-65-13    
Сургут   (3462)77-98-35   
Тверь   (4822)63-31-35    
Томск   (3822)98-41-53    
Тула   (4872)74-02-29    
 Тюмень   (3452)66-21-18   
Ульяновск   (8422)24-23-59   
Уфа   (347)229-48-12   
Хабаровск   (4212)92-98-04  
Челябинск   (351)202-03-61  
Череповец   (8202)49-02-64  
Ярославль   (4852)69-52-93

Киргизия  (996)312-96-26-47    Казахстан  (772)734-952-31    Таджикистан  (992)427-82-92-69 

http://ghm.nt-rt.ru || gmg@nt-rt.ru 

T-Logg 120, 160
Регистратор влажности / 

температуры (даталоггер) 
 GHM MESSTECHNIK

Технические характеристики

http://ghm.nt-rt.ru
mailto:gmg@nt-rt.ru


T-Logg 120 KT-Logg 120 K

T-Logg 120 W

Ha
nd

he
ld

 in
st

ru
m

en
t

D
is

pl
ay

 / 
C

on
tr

ol
le

r
Lo

gg
er

 / 
EA

SY
B

us
Tr

an
sm

itt
er

Te
m

pe
ra

tu
re

 p
ro

be
A

la
rm

 / 
Pr

ot
ec

tio
n

Software

MINISOFT  
Read-out software for the T-Logg.
Software is contained at the USB 100 or free 
available via the internet. We will be pleased 
to send you a separate CD against a small 
charge covering our expenses of € 16,00.
Note: the T-Logg can also be controlled

by the software GSOFT40K.

HUMIDITY-/TEMPERATURE-LOGGER
for individual programming of 

recording time

HUMIDITY / TEMPERATURE DATA LOGGER 
(16.000 meas. values) for any application

T-Logg 160

Specifi cation
Measuring ranges, display ranges:
Humidity: 0.0 ... 100.0 %RH 
Temperature: -25.0 ... 60.0 °C

Resolution: 0.1 °C / 0.1 %RH
Accuracy (at nominal temperature = 25°C):
Humidity: < ±3 % in range 10 - 90 % 
Temperature: ± 0,3 °C  ± 0.017 * (T - 25°C)

Sensors:  mounted in sensor tube
Sensor tube: approx. Ø15 mm made of polyamide with 

screw-type plastic protection cap
Display: 10 mm high LCD-display
Recording interval: from 4 sec. to 5 h

freely programmable via software
Storage capacity: 16.000 measuring values each
Recording time: 166 days 

(if interval is 15 min.)
Nominal temperature:  25 °C
Working temperature: -25 to +60 °C
Storage temperature: -30 to +85 °C
Battery: CR2032, exchangeable
Battery service life: over 3 years

(if recording interval is 15 min.)

STANDARD SIGNAL LOGGER
for individual programming of 

recording time

STANDARD SIGNAL DATA LOGGER 
(16.000 meas. values) for transducers etc.

T-Logg 120 W - ...
(with elbow type plug)

T-Logg 120 K - ...
(with PG glanding and cable)

Note: please specify standard signal desired when ordering 
(i.e.: T-Logg 120 K - 0-1V)

Specifi cation
Display range: -1999 ... 9999 digit

freely programmable
Decimal point any position
Input signal:  only one signal! 
  0 - 1 V, 0 - 2 V, 0 - 10 V, 0 - 20 mA or 4 - 20 mA

   other input signals upon request
  (input is not isolated from interface)

Accuracy: ±0,5 % FS (at nom. temperature)
Display : 10 mm high LCD-display
Recording interval: from 2 sec. to 5 h

freely programmable via software
Storage capacity: 16.000 measuring values
Recording time: 166 days 

(if interval is 15 min.)
Working temperature: -25 to +60 °C
Storage temperature: -30 to +85 °C
Battery: CR2032, exchangeable
Battery service life: over 3 years

(if recording interval is 15 min.)
Electric connection: (for input signals)
... 120 W - ..: elbow-plug in accordance with EN 175301-803/A 

for connection to an existing transmitter.
... 120 K - ..: approx. 0.5 m connection cable

Accessories

USB 100 interface converter, 
for direct connection of one T-Logg to the USB-interface of a PC.

GWH 40K Wall suspension with lock against theft  (picture: see page 93) 
suitable for e.g. T-Logg 100, T-Logg 120 K - ... and T-Logg 160.

GWH 10 Simple wall suspension, made of stainless steel  (picture: see page 93) 
Mount wall suspension at the monitoring point, logger may now be easily put in.

CR 2032 spare battery for T-logg´s 

T-Logg  -  The logger series for stand-alone applications

Starter kit

T-Logg 160 SET
Complete set with T-Logg 100 and interface converter USB 100  (incl. 
MINISOFT)

Interface: serial interface,  3-pin miniature integral plug. The T-Logg 100 is not suitable for bus operation and is not E.A.S.Y.Bus compatibel! 
Housing: 48,5 x 48,5 x 35,5 mm (H x W x D). plugs, sensor connection, ... are not included 

Housing made of shock resistant plastic, transparent front made of polycarbonate, splash water-proof: IP 65 (excl. protection cap at T-Logg 160).
Noise immunity (EMC): the T-Logg 100 have been manufactured in accordance with the regulations concerning EMC (2004/108/EG). 

The device meets EN 61326-1 (table 2, class B),  additional error: < 0,5%  (< 1% at T-Logg 100 E)
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